
GREEN RFID 

No plastics, No chemicals, 

simple biodegradable materials. Direct on Paper 
® 

   
 
 
 
 
 
 
Our D.O.P., Direct on Paper RFID inlays are manufactured using sustainable, eco-friendly materials that don’t use any 

chemical etching for the antenna on plastic foil. Simple paper-based, biodegradable materials and processes. 

 

AKA210S  Ideal for small Size and High performance as required in Retail and Supply Chain Management. 

Technical Features 

IC & electrical details            Item No.                   Format                 Size                    Sales Code 

           Antenna                  50 x 40 mm / 1.96 x 1.57 in         210SA5040   
ISO/IEC14443 Type A, 
13,56 MHz AKA210S 

 
 
 
67 mm / 2.64 in 

50 x 40 mm / 1.96 x 1.57 in 

 
54 x 44 mm / 2.12 x 1.73 in 

210SD5040 

 
210SL5444 

Dry Inlay 

 
Label 

Web Width 

Operating Temperature 

Adhesive 

Core Size  

Shelf Life 

IC list 

-40 °C to +85 °C / - 40 °F to +185 °F  

Acrylic, water borne adhesive 

 
76.2 mm / 3 in 

 
+20 °C, 50 % RH / 68 °F, 50 % RH - minimum 2 years from the date of manufacturing 
 
Mifare 1K S50 (4B NUID) EV1、Mifare Ultralight EV1 

website: www.sns.com.tw 

e-mail: sns@sns.com.tw 
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